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KNOW THE “THERMAL LANCE”
AND ITSGREATSQUALITIES

One of the greats characteristics of the THERMAL LANCE isthe temperature
that after the electrode combustion, more than 3.000°

Do you know any material that
temperature? We not

It isessentid in:

demoliti
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PRESENTATION

The THERMAL LANCE is based on the thermochemistry reaction.

Through the oxygen combustion, that is injected by one of its ends, originates
the electrode combustion reaching therefore a temperature superior to 30006C, which
turnsit in avery useful and appropriate tool to cut, melt or perforate any materia in
just a short time.

LANCE’'SCHARACTERISTICS
The THERMAL LANCE itsmadein 17 mn tersin length
(Others measures on demand)
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APPLICATIONS
Useful for industry in general for performing maintenance jobs, performing
rehabilitation work, etc. the thermal lanceis avery useful product for:
- The scrap industry, which has to cut materials such as metals of all kinds (iron,
copper, duminum, stainless stedl ...)
- Ferrous and not ferrous foundries,to tap hole opening, to disincrust furnaces
and canals....
- Construction and public works companies for:
- Cutting or fusing concrete or other materials with or without iron
- Building bridges, tunnels, highw

- Demolition work

- Excavations
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TECHNICAL CHARACTERISTICS

The THERMAL LANCE can work in any position (horitzontal, vertical...) but
its better yeld reaches it horizontally acting, giving a slight inclination him to facilitate
the exit of the dlag.

In order to obtain the maximum yield it is precise to approach the lance the
maximum possible to the material to work.

The oxygen pressure for operating the lance correctly is between 4 and 7 K/cm 2.
It can operate at up to 12 K/cm?, but using the threaded-type lance and fastening clips.

INSTRUCTIONSTO IGNITE THE

Introduce the end of th
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PRICE

The thermal lance prices are:
3 meterslong 11,87 €/u
1,5 meterslong 6,17 €/u

ACCESSORIES:
- Oxygen regulator 235 €
- Hose 20 m, diameter 8 millimetres 4483 €

- Handle support with fountain feeding 3/

+ Handle

+ support lance with pr

Carriage and packaging

Taxes no included
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